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WORLD CLASS CCTV
CAMERA SOLUTION

CCTV SECURITY S YS TEMS
MODEL NO. / ,




CE, FCC And RoHS CERTIFIED PROFESSIONAL SERIES
OF CCTV SURVEILLANCE PRODUCTS

TECHNICAL SPECIFICATIONS

Model

AVI-VIS-6010

Image Sensor

1/3"SONY

Horizontal Resolution

420 TV Line

Pixels

PAL:500(H) x 582(V) NTSC:510(H) x 492(V)

TV system

PAL/NTSC

Lens

5-15mm dynamic varifocal lens (optional)

Sync System

Internal

Usable lllumination

1.0Lux/F2.0

S/N Ratio

>=48dB (AGC OFF)

Gamma Correction
Video Out

045 - - R
Composite Signal (1.0Vp-p, 750))

Scanning System

PAL:625 Lines, 50 Field/Sec;NTSC:525 Lines, 60 Field/Sec

Electronic Shutter Time

Auto:PAL 1/50-1/100,000Sec;NTSC 1/60-1/100,000Sec

Operation Temperature

-10° ~ +50° RH95% Max

Storage Temperature

-20° ~ +60° RH95% Max

White Balance

Auto

Power Source

DC12V800mA

Dimension

138x212mm

Weight

22009

Warranty

One year warranty

Annual Maintenance Contract

Available

AVI INFOSYS LLC
P.0.Box 26813 Dubai, U.A.E

CALL TOLL FREE U.A.E.

800-AVI ( 284 )
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