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WORLD CLASS CCTV
CAMERA SOLUTION

CCTV SECURITY SYSTEMS
MODEL NO. ’




CE, FCC And RoHS CERTIFIED PROFESSIONAL SERIES
OF CCTV SURVEILLANCE PRODUCTS

TECHNICAL SPECIFICATIONS

Model

B L cere—.

AVI-VIS-IPD1-D010

Image Sensor

1/3"Sony Exview HAD CCD

Video Standard

PAL

Scanning Systems

Progressive / Interlaced Scan

Automatic Diaphragm,

16 infrared lamps, infrared distance 5 - 10m(night vision type)

Camera Control

Support(night vision type)

Video Compression

H.264 Main Profile@Level 3.0 / MJPEG

Dual Stream

Support

Video Resolution

704*576(PAL), 704*480(N)

Video Bitrate
Audio Compression

PAL: 1-25F/s, N:1-30F/s
32Kbit/S-16Mbit/S

Two-way Talkback

G.726

Audio Output

1 channel MIC output

Title Overlaid

1 channel Linear output

SD Card Interface

Support channel name, date, and video stream information overlaid; adjustable

Control Interface

Support video storage and image snapping; SD2.0 standard, maximum storage

Alarm Input

1 RS485 interface

E-mail Based Alert

1 channel on/off output, 120VAC 1A/24VDC 1A

RTSP Protocols

Support

FTP Protocols

Support, you can view live video by VLC player

Mobile Monitor

Support, upload images to a ftp server

3G Network

Supports smart mobile phones that are based on Windows Mobile 6, Symbian

Power Input

Built-in CDMA2000/WCDMA

Power Consumption

DC12V

Size

164mm * 137mm * 105mm

Warranty

One year warranty

Annual Maintenance Contract

Available
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